Proceedings
of the
Eighth Australian Workshop
on
Acid and Metalliferous Drainage

Editors: H. Miller and L. Preuss
29 April – 2 May 2014
Adelaide, South Australia

Published by:
JK Tech
SMI Technology Transfer
40 Isles Road
Indooroopilly Qld 4068
Australia
Published by JKTech Pty Ltd

ISBN: 978-0-9924856-0-3

Copyright
Copyright 2014, JKTech Pty Ltd

Material in this publication is protected by copyright but may be used providing both the authors and publisher are acknowledged.

Enquiries and requests for copies should be directed to:
SMI Knowledge Transfer
JKTech Pty Ltd
40 Isles Road
Indooroopilly QLD 4068
Telephone: +61 7 3346 5923
Fax: +61 7 3365 5900

Citations of this publication should take the form:

Individual papers should be cited:

Author(s) Name(s) Title of paper. In ‘Proceedings of the Eighth Australian Workshop on Acid and Metalliferous Drainage, Adelaide, South Australia. 29 April – 2 May 2014. (Eds. H. Miller and L. Preuss) pp. 00-00 (JKTech Pty Ltd: Brisbane).

Disclaimer
Material presented in this document is the responsibility of the authors. The opinions expressed do not necessarily represent the views of JKTech Pty Ltd.

JKTech Pty Ltd accepts no liability (including liability in negligence) and takes no responsibility for any loss or damage which a user or any third party may suffer or incur as a result of reliance on the document.

Acknowledgements
The program for this workshop was developed by an Organising Committee consisting of Mr Bruce Barrie (JKTech Pty Ltd), Emer Prof Clive Bell (The University of Queensland), Dr Mansour Edraki (Centre for Mined Land Rehabilitation, Sustainable Minerals Institute), Mr Mike Fawcett (Department of Mines and Energy, Northern Territory Government), Dr Andrew Garvie (SRK Consulting), Mr Bert Huys (BHP Billiton), Dr David Jones (DR Jones Environmental Excellence), Dr Alan Robertson (RGS Environmental), Mr David Salmon (Golder Associates), Dr Peter Scott (O’Kane Consultants), Mrs Antonia Scrase (Department for Manufacturing, Innovation, Trade, Resources and Energy (DMITRE), Government of South Australia), Emer Prof Roger Smart (University of South Australia), Dr Russell Staines (SRK Consulting), Dr Ian Swane (Terrenus Earth Sciences), Dr Jeff Taylor (Earth Systems), and Prof David Williams (The University of Queensland). Valuable administrative and editorial input has been provided by Mrs Heather Miller, Miss Lina Preuss, and Mrs Carling Reid (JKTech Pty Ltd).
List of Reviewers

We would like to thank the following technical referees for their contribution towards enhancing the quality of papers included in these proceedings:

Emer Prof Clive Bell (The University of Queensland)

Dr Andrew Garvie (SRK Consulting)

Mr Bert Huys (BHP Billiton)

Dr David Jones (DR Jones Environmental Excellence)

Dr Alan Robertson (RGS Environmental)

Mr David Salmon (Golder Associates)

Mrs Antonia Scrase (Department for Manufacturing, Innovation, Trade, Resources and Energy, Government of South Australia)

Emer Prof Roger Smart (University of South Australia)

Dr Russell Staines (SRK Consulting)

Dr Ian Swane (Terrenus Earth Sciences)

Dr Jeff Taylor (Earth Systems)

Sponsors

We would like to thank and acknowledge the following partners, sponsors, and supporters:

Workshop Major Partner:  Workshop Partner:  Cafe Bar Sponsor:

Field Trip Sponsor:  Satchel Sponsor:  Lanyard Sponsor:

Supported by:  Supported by:
# TABLE OF CONTENTS

## KEYNOTE PRESENTATIONS

<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>INAP Updates in a Challenging Environment and Outcomes of the 9th International Congress on Acid Rock Drainage 2012, Ottawa, Canada</td>
<td>T. Chatwin</td>
<td>13</td>
</tr>
<tr>
<td>Savage River Rehabilitation Project – 2002 to 2013</td>
<td>D.J. Williams, G.W. Wilson, P.A. Scott, B. Hutcheson, S. Kent, and A. Hughes</td>
<td>21</td>
</tr>
</tbody>
</table>

## FROM BOARDROOMS TO MINE SITES – THE BUSINESS CASE FOR IMPROVED AMD MANAGEMENT

<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Commercial Implementation of Mine Closure Research Bringing Tools to Practice for Management Decisions</td>
<td>M. O’Kane, G. McKenna, and C. Qualizza</td>
<td>37</td>
</tr>
<tr>
<td>Leading Practice Solutions for Acid Rock Drainage Prevention and Control: A Key To Achieving a Sustainable Future for Mineral Resource Development</td>
<td>S. Miller</td>
<td>51</td>
</tr>
</tbody>
</table>

## FUTURE IMPLICATIONS FOR AMD MANAGEMENT IN AUSTRALASIA

<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Management of Pyrrhotite Tailings: A Ten Year Case Study on Continuous Learning and Improvement</td>
<td>A.M. Robertson, N. Kawashima, R.St C. Smart, and R. Schumann</td>
<td>67</td>
</tr>
<tr>
<td>Beyond the PAF Cell</td>
<td>S.R. Pearce</td>
<td>97</td>
</tr>
<tr>
<td>Overall Acid Production Rates in Mine Wastes</td>
<td>A. Garvie, C. Linklater, J. Chapman, and A. Watson</td>
<td>111</td>
</tr>
<tr>
<td>The Rum Jungle National Partnership Agreement</td>
<td>T. Laurencont and M. Rider</td>
<td>125</td>
</tr>
</tbody>
</table>
Rehabilitation Planning at the Former Rum Jungle Mine Site, Northern Australia  P. Ferguson, C. Wels, and T. Laurencont........131

The Influence of Biotite and Phlogopite Dissolution on AMD Neutralisation at Brukunga Pyrite Mine, South Australia  F. Ali, J. Webb, and J. Taylor.........................141

What do Elevated Background Contaminant Concentrations Mean for AMD Risk Assessment and Management in Western Australia?  C.D. McCullough and J.I. Pearce.........................147


A GLOBAL VIEW ON ACID AND METALLIFEROUS DRAINAGE


MANAGING AMD – WHAT’S WORKING, WHAT’S NOT, AND WHAT COULD BE

Cover Systems…. Are We There Yet?  M. O’Kane.........................................................183

WASTE ROCK LANDFORMS AND COVER DESIGN

Characterisation of 26 Year Old Waste Rock Stockpiles at The Detour Lake Project  A. Cash, G.W. Wilson, D.W. Blowes, R.T. Amos, J. Robertson, and M.H. Turgeon..................................................197

Landform Design for Geita Mine: Comparison of Siberia and Caesar-Lisflood  B. Dobchuk, I. Taylor, G. Hancock, Cooper, H., T. Coulthard, and R. Stephen..............211


Evaluation of Cover Systems Utilising Geosynthetic Layers Constructed in a Seasonally Humid Geographic Location for the Closure of Coal Waste Rock Piles  G.P. Meiers, M. O’Kane, D. Mayich, and M. Barteaux.........................................................239


Alkalinity Addition for Pyrite Passivation of Waste Rocks from Mt Lyell, Western Tasmania  M.G. Sephton, J.A. Webb, and G. Cordery.............263
Performance of a Cover on a Bulk Sample Tailings Dam at Century Mine

P.L. Defferrard, T.K. Rohde, and B.J. Milsom

EFFECTIVE SAMPLING AND TESTING – IN PREDICTING DRAINAGE CHEMISTRY

Using Kinetic Geochemical Testwork to Assist with Mine Planning, Operations and Post Closure

B. Davis, N. Bourgeot, and J. Taylor

281

Heterogeneity Profiling: A Technique to Improve Geochemical Sampling and Analysis for AMD Assessments

S.R. Pearce, V. Aktas, and R. Naithani

295

Mineralogy of Mine Site Neutralising Materials: A Missing Link in AMD Control Planning


313

Assessing Metal Leachability from Low Sulfur Wastes - Sequential Extraction Methods

C. Linklater, J. Chapman, P. Brown, R. Green, and S. Leake

325

Oxidation and Solute Accumulation in Pit Wall Rock: Limiting Changes to Pit Lake Water Quality

A. Garvie, C. Linklater, R. Staines, J. Chapman, and R. Green

339

An Acid and Metalliferous Pit Lake Risk Assessment Tool

S. Hannam and R. Green

351

PASSIVE AND ACTIVE WATER TREATMENT OPTIONS IN MANAGING AMD

Passive Treatment of Antimony in New Zealand, by Two Methods: Formation of Stibnite in a Sulphate-Reducing Bioreactor and Adsorption Onto AMD Precipitates

D. Trumm and J. Pope

363

Instrumentation in Waste Rock Dumps: Going Deeper

S. Pearce and M. Barteaux

371

The Dynamic Neutralising Behaviour of Alkaline Waste Rocks (Chlorite Calcite Schist) In Flow-Through Treatment of AMD Waters


387

Nanofiltration for Resource Recovery from Mine Influenced Waters

M. Mullett and R. Fornarelli

401

EMERGING TECHNOLOGIES AND RESEARCH

Integration of Water Chemistry and Acidity Components: A New AMD Assessment Model

P.H. Pham, B. Noller, S. Golding, and M. Edraki

411

Gypsum Sludge and Tailings at Brukunga Mine Used as Partial Clay Substitute for Making Construction Materials: A Lab Scale Study

Y. Tian, R. Mollehuara, I. Gajjar, and P. Baker

423

(vi)
Tools for Assisting with the Assessment of Acid and Metalliferous Drainage (AMD)  J. Waters, S. Pape, and J. Taylor.........................435

Neutralisation of Aluminium-Rich Acid Mine Drainage to Form a Magnetic Sludge  W. Stanford and J. Webb..............................449

Geochemical and Geotechnical Investigations at the Reddale Coal Mine, Reefton, New Zealand  P. Weber, W. Olds, and M. Pizey.......................455

The Inert Gas Mixture (IGM) Technology to Prevent Acid Mine Drainage  L. Ameglio and H. Barrie................................467

Domaining Acid Rock Drainage Risks Using Geometallurgical Data  A. Parbhakar-Fox and B.G. Lottermoser.............483

Low Cost Acid Mine Drainage Management Using a Modified Biological Reduction Process Producing Waste Heap Armouring Components  S.P. Costin..............................................495